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LOADING TESTS ON A REINFORCED CONCRETE ARCH 


REPORT ON TESTS MADE ON YADKIN RIVER BRIDGE IN NORTH CAROLINA 


Reported by ALBIN L. GEMENY, Senior Structural Engineer, Bureau of Public Roads, and W. F. HUNTER, Designing Bridge Engineer, North Carolina Highway 
Commission 


Dress. describing the details of these particular 


tests it is desired to discuss briefly some of the 
assumptions which 


design. 


The hingeless, reinforced-concrete arch rib is a 
statically indeterminate structure which can be ana- 


lyzed only by considera- 
tion of the elastic prop- 
erties of the concrete 
and steel of which it is 
constructed. In apply- 
ing the theory of elastic 
structures to the anal- 
ysis of an arch rib, it 
is assumed that the 
modulus of elasticity 
of the concrete is con- 
stant for all parts of 
the arch and at all 
intensities of stress up 
to the working stress 
for which the arch is 
designed. It is further 
assumed that a plane 
section of the rib re- 
mains plane after the 
rib has been deformed. 

In open-spandrel 
arch construction, the 
floor system is sup- 
ported by the spandrel 
columns through which 
the loads are transmit- 
ted to the ribs. In cur- 
rent design practice it 
is assumed that the 
loads are distributed 
only to adjacent panel 
points and are applied 
as vertical forces at the 
points of the rib at 
which the columns are 
attached, although it is 
apparent that a con- 








STATEMENT BY THE ADVISORY COMMITTEE! 
T's NORTH CAROLINA STATE HIGHWAY COMMIS- 


SION built in 1922, as a Federal-aid project, a 3-span concrete 

arch bridge over the Yadkin River, also known as the Pee 
Dee River, between Albemarle and Mount Gilead. In 1926 the 
Carolina Power & Light Co. began the construction of a dam on a 
site about 9 miles downstream from the bridge. The water of the 
river, upon the closing of the dam, was to be backed up to such a 
height as to submerge the bridge and necessitate its replacement by 
a new bridge at a higher elevation. Between the time of completion 
of the new bridge and the closing of the dam, a period of several 
months, the old bridge was to be demolished so as to offer no ob- 
struction to the flow of water in the river. 

These circumstances presented a unique opportunity to test a 
modern, full-size, reinforced concrete arch bridge with moderately 
long spans. In recent years the popularity of the arch bridge has 
increased greatly because of its superior esthetic value and, in this 
country, millions of dollars are spent annually on this type of bridge 
alone. Consequently, there is a widespread tendency on the part 
of bridge engineers to embrace any idea which may lead to more 
economical or more satisfactory arch design without sacrificing 
safety. In departing from current practice, the judgment of the 
engineer is based more and more on data developed by the various 
research agencies of the world. 

The North Carolina State Highway Commission, recognizing the 
opportunity to make this test, and desiring to make it as complete 
as the available time and money permitted, requested the coopera- 
tion of the Bureau of Public Roads. 

The bureau acceded to the State’s request, and the two agencies 
then jointly issued to various technical and scientific societies and 
colleges invitations to participate in the experiment by appointing 
one or more of their members to serve on an advisory committee. ! 
The purpose of this committee was to formulate general plans for 
the test, and, by meeting from time to time, assist those in active 
charge in the solution of problems which would certainly be en- 
countered during the period of the test, and assist in interpreting 
the results. The advisory committee first met in April, 1927, and 
formulated general plans; several meetings were held during the 
course of the test, and at a final meeting on November 8, 1928, this 
report was approved by the committee. Acknowledgments by 
the committee are given below. ? 








by expansion joints at one or more points. It may be 
rigidly attached to the tops of the spandrel columns or it 
are made in arch-bridge may have movable bearings on the columns. 
tically all cases the columns are integral with the rib. 

In designing, the effect of the superstructure on the 
deformation of the rib is generally neglected even 


In prac- 


though it isobvious that 
this effect may be of con- 
siderable importance. 
The degree to which the 
rib deformation is mod- 
ified by the superstruc- 
ture depends upon the 
number of breaks in the 
continuity of the floor 
system, the method of 
connecting it to the col- 
umns, and upon the 
stiffness of the columns. 
In the case of an arch 
with the floor system 
continuous over the 
whole span and rigidly 
attached to the tops of 
the columns, we have, 
in fact, a fixed, spandrel 
braced arch in which 
the diagonals are omit- 
ted and their functions 
performed by the rigid 
joints at the ends of the 
columns. In the case 
of an arch with expan— 
sion joints at each panel 
point and with the floor 
system supported on ex- 
pansion bearings, the 
condition would ap- 
proach those assumed 
in designing. Usually 
the conditions lie some- 
where between these 
two extreme _ cases. 
The free rib is three 








tinuous floor system distributes the loads to panels be- 
yond those in which they are applied, thus rendering 
indeterminate the distribution of the load to the rib. 
The floor system may be continuous or it may be broken 





. Membership of the advisory committee formed as a result of invitations issued 
y the Bureau of Public Roads and the North Carolina Highway Commission was 
eiiows: University of North Carolina represented by Dean G. M. Braune; North 
proline State College oe pene by Dean W. C. Riddick; American Association 
of State Highway Officials represented by Searcy B. Slack, bridge engineer of the 
P rgia State Highway Board; American Society of Civil Engineers represented by 
tof. Clyde T. Morris of Ohio State University; American Railway Engineering 
po lation represented by J. B. Hunley, engineer of structures of Cleveland, Cin- 
ew, Chicago & St. Louis Ry. Co.; American Concrete Institute represented by 
= . Cohen, consulting engineer, New York, N. Y.; Highway Research Board rep- 
— by A. T. Goldbeck, director of the bureau of engineering, National Crushed 
emect Association; U, 8. Bureau of Standards represented by D. E. Parsons, 
oe iate engineer; American Society for Testing Materials represented by F. E. 
oneaG editor, Engineering News-Record; U. 8. Bureau of Public Roads repre- 

, y E. F. Kelley (chairman), chief, division of tests; O. L. Grover, principal 
Univers: weet; H. M. Westergaard, professor of theoretical and applied mechanics, 
State Hint of Illinois; and L. W. Teller, senior engineer of tests; North Carolina 
Wm on ay Commission represented by L. R. Ames, State highway engineer; 


EH. ki uve2» bridge engineer; M. M. Trumbull, assistant bridge engineer; and 
- H. Kivett, engineer of tests. 
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times indeterminate and the complete arch, in the 
present case, thirty-nine times indeterminate. 


? The instruments and scientific apparatus used in this test were furnished by the 
following organizations: The American Society of Civil Engineers and the Bureau 
of Standards furnished the electric telemeters. The Bureau of Standards furnished 
the Berry strain gauges and temperature coils. The Bureau of Public Roads fur- 
nished the radiusmeter, weighing cells, thermometers and deflection wires. The 
committee on concrete and reinforced concrete of the American Society of Civil 
Engineers furnished the clinometers. 

The installation of instruments and making of field observations were under the 
direction of G. W. Davis of the Bureau of Public Roads, assisted by W. F. Hunter 
and W. M. Price of the North Carolina Highway Commission and Albin L. Gemeny 
and E. C. Sutherland of the Bureau of Public Roads. The electric telemeters were 
calibrated and installed by O. S. Peters of the Bureau of Standards. All computations 
were made by W. F. Hunter and Albin L.Gemeny. The preliminary model analysis 
was made by D. H. Overman of the Ohio State Highway Department under the direc- 
tion of Prof. Clyde T. Morris of Ohio State University. The brass wire model analysis 
was made by G. W. Davis and E. C. Sutherland. The final model analysis was made 
by Prof. J. T. Thompson of Johns Hopkins University and Albin L. Gemeny, using a 
model constructed by the Bureau of Public Roads. The bridge maintenance depart- 
ment of the North Carolina Highway Commission made available one of its forces 
during the entire period of the test to do all construction work and operate the ferry. 
The foreman of this force was J. P. Beach under the general direction of C. B. 
Taylor. Success in the prosecution of the test was due in large measure to the 
enthusiastic cooperation of the North Carolina Highway Commission through 
Messrs. Craven, Trumbull, and Hunter of the bridge department. 
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PLAN 
Fic. 1.—Detaits or Test Span 





A method of analyzing indeterminate structures, (4) To compare the measured deformations of the rib, both 
developed comparatively recently by Professor Beggs, with and without the restraining action of the superstructure, 
of Princeton University, consists in studying the elastic and the deformations as determined from an analysis made by 

: ’ ua y+ the use of an elastic model. 
action of a model, each member of which is of the same 
relative stiffness as the corresponding member of the TEST BRIDGE DESCRIBED 
! structure. By the application of the Maxwell theorem 
of reciprocal deflections, and Miiller Breslau’s principle | The test bridge consisted of three 2-rib open-spandrel 
a that any influence line is a deflection diagram, the arch spans of 146 feet 3 inches clear span and 28 feet 
moment, thrust, and shear at any section may be 3 inches rise with seven 42-foot 6-inch deck-girder ap- 
found and the stresses computed. proach spans at each end. The floor system of the 

arches rested on sliding bearing plates at each panel 

OBJECTS OF THE TESTS OUTLINED point. These plates were found to be badly corroded 

| The North Carolina bridge tests were conducted for — wane — freely , = we 
“ ‘ earings. e intermediate arc iers below t 

the following specific purposes: springing line were of hollow sities, the hollow 


(1) To compare the measured deformations of a full-size, ; : +h piers 
reinforced concrete arch rib with the deformations as determined space being filled with field stones. The end arch 


by the theory of elastic structures, when the rib carried loads had buttresses on the shore side to increase their resis 

producing stresses of moderate intensities, and was as free as alce to overturning under the unbalanced thrust. 

practicable from the restraining action of the superstructure. The piers were founded on solid rock. Details of the 
| (2) To make the same comparisons when the rib carried loads tect, span are shown in Figure 1 

which produced stresses of high intensities. The brid ras buil hd ’ . vent and 

(3) To determine the effect of the superstructure on rib de- .+¢€ bridge was built by contract, using cemen 

formations by comparing deformations measured when the Teinforcing steel furnished by the State highwal 
superstructure was intact and the measured and computed commission. The coarse aggregate consisted of crush 
deformations of the rib free from restraint by the superstructure. fje]q stones found in the vicinity of the bridge site. 


} Further references will be made simply to the “free rib.” Inspection of the aggregate in cores taken from th? 
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bridge disclosed several varieties of stone, all of which 
were apparently hard, sound, and durable. The fine 
aggregate consisted of a mixture of 5 parts of sand to 1 
of stone screenings. A well-known brand of Portland 
cement was used. 

The concrete for the piers below the springing line 
was mixed in the proportions 1:24%:5 and, for the 
remainder of the bridge, in the proportions 1:2:4. 
Tests of 6 by 12 inch cylinders of the 1:2:4 concrete 
made at 28 days showed strengths of 2,140, 1,900, 
1,655, and 1,258 pounds per square inch. Each of these 
strengths is for a single cylinder representing about 50 
cubic yards of rib concrete and are arranged in the 
order of location of the batch from springing line to 
crown. Inspection records do not show clearly which 
of the arch spans is represented by these cylinders. 

The reinforcing steel consisted principally of round, 
deformed bars of intermediate grade steel. Some of 
the minor reinforcing consisted of square, deformed 
bars. Tension tests on the steel showed an average 
yield point of about 48,000 pounds per square inch and 
an average ultimate strength of 75,300 pounds per 
square inch. 

Cuts made in the concrete for installing instruments, 
taking test specimens and destroying the continuity of 
the superstructure showed dense, hard concrete ap- 
parently of good quality. The steel, where the cover- 
ing of concrete was stripped off, showed clean surfaces, 
free from all signs of corrosion. 


PRELIMINARY EXPERIMENTS MADE 


Various possible methods of measuring vertical de- 
flections of the rib and horizontal movements of piers 
were considered and it was decided to use suspended 
wires. The wires for measurement of pier movements 
were to be fixed at the far piers of the adjacent spans 
on the assumption that temperature movements of 
any point on the wire would be vertical, the position of 
such point horizontally remaining fixed. In order to 
test this assumption, a wire was stretched between two 
firmly planted posts at the Arlington Experiment Farm 
and observations made of the movements of a number 
of points fixed on the wire over a period of time during 
which there was a considerable change in temperature. 
It was observed that no appreciable horizontal move- 
ments of the points took place. 

The deflection wires (described in detail on p. 192) 
Were installed in June, 1927. At the same time ther- 
mometers were placed in holes drilled in the ribs at 
different distances from the surfaces of the concrete. 
The holes were filled with cup grease and closed with 
corks through which the stems of the thermometers 
passed. Temperature movements at the crown of both 
ribs of the center arch span were observed daily over a 
period of several months. The observations showed an 
average movement of one-fortieth of an inch for a 
change of 1° C. in average rib temperature. 


TANKS FILLED WITH WATER USED FOR TEST LOADS 


The test span was loaded with tanks of water, filled 
Yy pumping from the river. The tanks were 12 feet 
6 inches wide by 20 feet long and 18 feet high, inside 
mensions, and were built of timber with structural 
steel underframes. The length was such as to permit 
Roperting the load at two adjacent panel points. 
“a ers were provided so that the empty tanks could 
rv easily moved into any desired position on the bridge. 
Alter being placed in position, the tanks were jacked 
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up and allowed to rest symmetrically on four bearing 
blocks located over the center of the columns at which 
the loads were to be applied, as shown in Figure 2, page 
190. The tanks were leveled by the use of plumb bobs 
suspended at each end and then filled with water. The 
tanks were moved while empty to avoid overstraining 
the floor system. 

Force to move the tanks 
was applied by a truck 
through a block and tackle 
arrangement anchored to the 
solid handrails on each side 
of the bridge. At ordinary 
temperatures the tank could 
be rolled over the rock as- 
phalt surface of the bridge 
floor but at high tempera- 
tures it was necessary to use 
plank runways to prevent the 
rollers from sinking into the 
asphalt. 

It was not possible to weigh the tanks by ordinary 
methods and a special weighing cell was used for the 
purpose. This device makes use of a small copper 
cylinder, specially heat-treated and of fixed size, which 
when compressed under load, is permanently deformed 
according to a fixed law. 

The complete weighing cell consists of a hollow steel 
cylinder into which a steel piston fits closely. On the 
inside of the cylinder head is a hardened steel face or 
anvil with a plane, smooth surface. On the entering 
end of the piston is a corresponding hardened steel 
face. The copper cylinder, one-half inch in diameter 
by one-half inch high, is placed on end in the steel 
cylinder on the smooth surface and the piston is allowed 
to rest on it. The load whose magnitude is desired is 
then applied to the piston and its entire weight is 





LoaDING TANK 





Pumpina PLANT FoR FILLING TANKS 


transmitted to the copper cylinder. The length of the 
copper cylinder is measured with a micrometer caliper 
before and after the load is applied. The weight corre- 
sponding to the deformation of the cylinder is taken 
from a calibration curve which has been previously 
determined in the laboratory for the particular size 
and quality of copper cylinder used. 

The empty tank was weighed by placing a cell under 
each corner of one end and two cells with an equalizer 
under the center of the opposite end. The total weight 
of the tank was the sum of the four weights indicated 
by the cells. The weight of the tank was also calculated 
from the unit weights of the timber determined by 
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weighing specimens of the material used in constructing 
the tanks. The weights determined by the two 
methods checked within 1 per cent. The weight of 
each empty tank was found to be approximately 
47,000 pounds and this figure was used in the computa- 
tions. The water capacity of each tank was 4,500 
cubic feet, 33,750 gallons, or 281,250 pounds. The 
increments of water load at each panel point were 
22,750, 45,500, and 68,250 pounds. 


e-- 3g8 


DETAILS OF WEIGHING CELLS 








Two WEIGHING CELLS IN PLAcE AT ONE END or TANK 
TESTS DIVIDED INTO THREE PHASES 


fe The test was divided into three phases which, for 
convenience, are designated as series 1, 2, and 3. 

In series 1 a single tank was placed so as to apply its 
load at two adjacent panel points and deformations 
observed over the entire rib from springing line to 
springing line with the superstructure intact. The 
series of loadings began at a pier and continued suc- 
cessively to the crown. The tank was also placed on 
one of the adjacent spans in a panel next to the crown, 
and deformation readings were taken on the span 
under observation. 

In series 2, the same procedure was followed except 
that the deck and railings were cut at each panel 
point and supported on new, greased bearing plates 
so as to destroy, as far as practicable, the continuity 
of the floor system and its restraining action at the 
tops of the columns, and the curtain wall near the 
crown was broken out. In this series, the load at 
panel points 1 and 2 (fig. 2) was omitted because of 
the small deformations caused by the load in this 
position . 

In series 3, two tanks were placed in the position to 
roduce the maximum stress in the rib and the de- 
ormations were measured as in series 1 and 2, with 
the superstructure in the same condition as in series 2. 
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Four increments of load were applied at each posi- 
tion of loading: The empty tank, the tank filled with 
91,000, 182,000, and 273,000 pounds of water. 

In destroying the continuity of the superstructure for 
series 2 and 3 the slab, girders, and handrail over each 
cross beam were cut through with air drills and the steel 
severed with an oxyacetylene flame. The ends of the 
girders were then jacked up and new, well-greased bear- 
ing plates inserted at each girder bearing. The girder 
ends on the entire east half of the span were shattered 
by the cutting operation to such an extent as to make 
the bearings on the cross beam unsafe. To relieve 
these bearings of the tank loads, holes were cut through 
the deck at the panel points and timber bearing blocks 
placed directly on the cross beams. In two panels 
it was thought necessary to support the dead weight 
of the floor system on timbering built up from the ribs. 
This was done in such a way that the arch was not 
stiffened. 

DEFORMATIONS MEASURED 


In order to measure completely the deformation of 
the rib under live load, the following six measurements 
were made: 

(1) Deformations of the concrete on the extrados 
and the intrados at nine sections of the rib spaced 18 
feet 6 inches apart along the axis. 

(2) Deformations of the reinforcing steel near the 
springing lines and at the crown. 

(3) Rotation of the arch axis at nine points spaced 
18 feet 6 inches along the axis. 

(4) Deflections of the rib at nine columns, no meas- 
urements being taken at the column next to each pier. 

(5) The change in length of mid-ordinates of each 
of the 31 consecutive 5-foot arcs of the axis. 
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CurtTinGc THROUGH THE FLOOR SysTEM AT A PANEL POINT 
To Destroy CONTINUITY 
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(6) Rotation and horizontal movements of the piers. 

The locations of the instruments are shown in Figure 
2. It was decided that deformations under load 
should be measured only on the north rib of the middle 
arch span. This span, including the piers, was sym- 
metrical; the north rib was somewhat protected from 
the direct rays of the sun except in the early morning 
and was, therefore subject to more uniform tempera- 
ture conditions than the south rib. 


MEASURING INSTRUMENTS DESCRIBED 


TELEMETERS USED TO MEASURE DEFORMATIONS OF CONCRETE 
AND STEEL 


_ Deformations of the concrete at the extrados and 
Intrados and deformations of the steel were measured 
Y means of McCullom-Peters electric telemeters.* 


eames Amz 





aa & complete description of the McCullom-Peters electric telemeter see Tech- 
pong aper No. 247 of the Bureau of Standards entitled ‘‘A New Electric Tele- 
€t,” by Burton MeCullom, and O. 8. Peters. 
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The electric telemeter consists of a stack of carbon 
disks held under pressure. A change of length of the 
stack is accompanied by a change of pressure and 
electrical resistance, the stack of disks acting as an 
elastic body. Suitable terminal pieces or mountings 
for the stack are supplied which can be attached to a 
structural member at two points spaced some distance 
apart. Changes in length between these points will 
change the length of the stack and also the electrical 
resistance which can readily be measured at any con- 
venient point by running wires from the terminals of 
the carbon resistor to a suitable measuring instrument. 





TELEMETERS SECURED TO CONCRETE AND REINFORCING 
STEEL ON THE EXTRADOS NEAR THE SPRINGING LINE 





CENTRAL STATION IN PIER WHERE TELEMETER READINGS 
WERE TAKEN 


The 2-element type of telemeter with 8-inch gauge 
length was used in these tests. The terminals were 
fixed to the concrete by means of screws threading 
into steel plugs which were grouted in the concrete. 
Telemeters were placed on the steel by stripping off 
about a foot of the concrete cover, drilling into the 


steel and attaching the instrument. 
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Instruments were placed on the concrete at the in- 
trados and extrados at each of nine normal sections 
of the rib which were spaced 18 feet 6 inches along the 
axis and also on the steel in the intrados and extrados 
near the two springing lines and at the crown. Wires 
were carried from each of the instruments to a Wheat- 
stone bridge in the east pier of the center span of the 
arch where the resistances were read. The Wheat- 
stone bridge was energized by a 6-volt battery and the 
current was kept constant by a variable resistance 
coil. 

It was found necessary to make temperature correc- 
tions for the instruments. This was first attempted 
in series 1 by removing two of the instruments from 
the steel and placing them on members of the bridge 
which were not subjected to direct stress, one at the 
crown and one at the springing line. The readings 
on these neutral telemeters were used as corrections 
for the stress-measuring telemeters which were divided 
into two groups, each having temperature conditions 
apparently the same as those of one of the neutral 
telemeters. Recognizing the possibility of inaccuracy 
in this assumption, it was decided to use a more accurate 
method in series 2 and 3. A pair of resistance-coil 
thermometers was placed at each of the telemeters for 
measuring deformations of concrete, one embedded 
in the concrete near the instrument and the other 
fixed to the instrument itself. Wires were carried 
from the coils to a measuring instrument in the pier 
where the resistances were read each time a set of 
readings was taken on the telemeters. The difference 
in temperature between the instrument and the con- 
crete, multiplied by the thermal coefficient of expansion 
of the aad the instrument was applied as a correc- 
tion to the unit deformation calculated from the direct 
reading on the telemeter. 

The method of making this correction is illustrated 
by the following example. The telemeter considered 
is 12, located on the extrados near the springing line. 
The empty tank was placed at panel points 2 and 3. 
It is desired to measure the stress produced by the 
weight of water in the full tank. 

Resistance reading with empty tank=13.1 ohms, in this case 
indicating tension. 


Tension calibration factor for telemeter 12A=0.0000222 inch 
per inch per ohm. 


Telemeter reading = 0.0000222 x 13.1=0.0002910 inch per inch 
elongation. 


The resistance coil thermometers indicated that the tempera- 
ture of the telemeter was 3° C. lower than that of the concrete 


thereby increasing the tension reading due to deformation of 
the concrete. 


_ Correction due to temperature=0.00001103=0.0000330 
Inch per inch elongation. 


Corrected reading = 0.0002580 inch per inch elongation. 


This process is repeated with the tank full and the result is 
0.0005018 inch per inch elongation. 


he difference between corrected readings for empty and full 
tank = 0.0005018 — 0.0002580 = 0.0002438 inch per inch. 

Stress produced by added load=0.0002438 X 4,000,000= 975.2 
Pounds per square inch. 

In the above calculation the thermal coefficient of 
expansion of the metal of the instrument is 0.0000110 
per degree centigrade and it is assumed to be approxi- 
mately the same for the concrete. The same process 
Was used for deformations of the reinforcing steel which 
Was considered as taking the temperature of the sur- 
Tounding concrete since only a small surface was 
exposed to the air. 

hen the resistance coils were installed, two were 
Placed at the neutral telemeter at the crown in order 
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to find the relation between the temperature correc- 
tions as determined by the neutral telemeters and by 
the resistance coils. It would have been desirable to 
have placed coils at the neutral telemeter at the 
springing line but none was left for this purpose. It 
was found that the difference in temperature between 
the neutral telemeter at the crown and the adjacent 
concrete changed by about the same amount as in 
the case of the instruments on the rib, although the 
actual temperatures varied from point to point of the 
rib. It was, therefore, decided that the reading on 
this one neutral telemeter would be a more accurate 
correction than that which had been determined by 
grouping the telemeters. All of the stress curves of 
series 1 are, accordingly, based on telemeter readings 
corrected in this manner. 

When it was found necessary to correct the telemeter 
readings for temperature it was decided to attempt 
check measurements with a 20-inch Berry strain gauge. 
Because of the small strains to be measured and 
physical obstacles to careful manipulation of the gauge, 
the results were not satisfactory. 








TAKING A ROTATION MEASUREMENT WITH A CLINOMETER 


MEASUREMENT OF ROTATION OF ARCH AXIS 


The rotations of the arch axis were measured by 
means of a clinometer or level bar. The clinometer 
consists of a square bar of steel supported horizontally 
on two pointed steel legs set vertically and spaced 20 
inches apart. One of these legs is fixed while the other 
is adjustable vertically by a fine screw thread and 
hand nut. The amount of vertical adjustment neces- 
sary to level the bar is indicated by a suitable microm- 
eter dial in contact with the adjustable leg. <A sensi- 
tive level bubble is placed horizontally on the upper 
face of the steel bar. 


wren 2 
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Two steel plugs containing gauge holes were grouted 
in the inner side of the rib in such a manner that they 
were 20 inches apart and approximately in the same 
horizontal plane and the line between the gauge holes 
was bisected by a plane normal to the axis at the 

int at which it was desired to measure the rotation. 

oO measure the rotation under any increment of load, 
the points of the clinometer were placed in the gauge 
holes of the plugs and the level bubble brought to the 
center of the bubble tube by use of the adjusting screw 
and the micrometer dial read. After the load was 
applied, another reading was taken. The difference in 
the two readings was the relative vertical movement 
of the two plugs in thousandths of an inch, and this 
change in relative elevation divided by the gauge length 


gave the rotation in radians. 
commen 
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MEASURING A Mip-OrRDINATE WITH THE RADIUSMETER 


RIB DEFLECTIONS 


Deflections of the rib were measured from a wire 
stretched between the tops of the piers, over the cen- 
ters of the spandrel columns. This wire was fixed at 
one end and passed over a pulley at the other end and 
had attached a weight of about 100 pounds for the 
purpose of maintaining a constani tension and thus a 
constant sag in the wire. Small metal plates contain- 
ing gauge holes were fixed in the tops of the columns 
directly under the wire. Deflections were measured 
with a scale graduated to fortieths of an inch and pro- 
vided with a pointed metal shoe which was placed in the 
gauge holes in the plates. Measurements were made 

efore loading and after each increment of load. 


MEASUREMENT OF MID-ORDINATES OF CHORDS 


Changes in length of the mid-ordinates of 5-foot 
chord lengths of the axis were measured with a radius 
meter. The radius meter consists of a steel tube to 
which is attached two hardened steel points set at 
right angles to the axis of the tube and 5 feet apart. 
One of these points is rigidly fixed to the tube and the 
other has a flexible joint permitting a slight variation 
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in the distance between the points. Midway between 
these points and on the side of the tube opposite to 
that to which the points are attached a micrometer 
dial, reading to one ten-thousandth of an inch, is 
mounted. The dial stem is provided with an extension 
passing through a clearance hole in the tube. This 
tube is encased in a larger tube, to which it is attached 
only at the support points, so that, in manipulating 
the instrument, no force can be applied to the inner 
tube which would deflect it and affect the readings on 
the dial. The readings in series 1 were taken with the 
stem extension free to bend a small amount laterally. 
It was found that this lateral movement of the stem 
extension gave appreciable readings on the dial, and 
in series 2, a close-fitting sleeve bearing was provided 
for the extension so as to prevent lateral movement. 

Round steel plugs containing gauge holes were 
grouted into the inner side of the rib on the axis so as 
to mark off consecutive 5-foot chords. Midway 
between each pair of these plugs a square plug was 
grouted into the rib so that its upper surface and the 
line between the gauge holes were in parallel planes 
normal to the face of the rib. In measuring mid- 
ordinate changes, the two steel points of the instrument 
were set in the gauge holes of a pair of plugs and the 
stem extension of the dial was allowed to rest on the 
square plug. On the back of the dial. case was an 
arm which rested against the side of the rib and main- 
tained the dial in a plane parallel to and at a constant 
distance from the face of the rib. The difference 
between readings before and after the application of 
the load gave the change in mid-ordinate. 








CLINOMETER 


RADIUSMETER GAUGE PLUGS INNER 


Face or Rip 


AND IN 


MEASUREMENT OF PIER MOVEMENT 


Provision was made for measuring pier movements IN 


two ways. Clinometer plugs were placed on top of 
each end of each pier and on a line parallel to the axis 
of the bridge. Readings on these poiats gave rotations 
of the top of the pier but not displacements parallel 
to the bridge axis. Provision for measuring these 
displacements was made by stretching two wires on 
each side of the bridge fixed to points on the far piers 
of the spans adjacent to that being loaded. The 
wires were stretched so that they just cleared the ends 
of the piers and each pair of wires was spaced 5 feet 
apart vertically. Metal gauge plugs were fixed ™ 
the piers opposite a copper reference mark {ixed to 
each wire. Horizontal movement of the points on 
the piers with reference to the fixed points on the 
wires were measured with a scale. Differences, of 
movements of the upper and lower points on the ple® 
gave an additional measure of the pier rotation. 
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MODULUS OF ELASTICITY OF THE CONCRETE DETERMINED 


In order to determine the modulus of elasticity of 
the concrete for use in the preliminary computations, 
one specimen was cut from a curtain wall in each pier 
of the span under observation. Two 6 by 12 inch 
cylinders were drilled from each of these specimens 
and tested. Compression tests gave an average value 
of 4,500,000 pounds per square inch for the modulus 
of elasticity. These specimens were taken from an 
unimportant part of the structure which was not under 
stress and it was thought advisable to make further 
determinations of this value. 

A more representative value of the modulus of elas- 
ticity was obtained after the completion of the field 
observations. Specimen blocks were taken from the 
rib at the sections where the telemeters had been 
attached. Nine of the specimens were taken with the 
intention of drilling two test cylinders from each block. 
Because of defects in the specimens only seven suitable 
test cylinders were obtained. These cylinders were 6 
inches in diameter with an average length of 10 inches. 

The stress-strain curves obtained with a mirror exten- 
someter of the Martens type ° are shown in Figure 3. 
The curves show an average value of the proportional 
limit of 1,111 pounds per square inch, an average ulti- 
mate strength of 4,293 pounds per square inch and an 
average modulus of elasticity of 3,930,000 pounds per 
square inch. 


MATHEMATICAL ANALYSIS MADE OF THE FREE RIB 


Field measurements were taken of the dimensions of 
the arch rib. The rib was analyzed by dividing the 
span into 20 equal horizontal divisions and applying 
the theory of elastic structures by the method of sum- 
mations. It was assumed that the superstructure pro- 
duced no effect on the deformation of the rib other than 
the effect as dead load. Since field observations 
showed no measurable movements of the piers, a con- 
dition of perfect fixity of the rib at the springing lines 
was assumed. 

A value of 4,000,000 pounds per square inch was used 
for the modulus of elasticity of concrete and 30,000,000 
pounds per square inch for that of steel which resulted 
ina value of 7.5 for n in the beam and column formulas. 
The coefficient of expansion for concrete was taken as 
0.00001 per degree centigrade. 


TaBLe 1.—Calculated horizontal thrusts, vertical shears, and 
moments at the springing line, and calculated moments at the 
telemeter points for unit loads of 1 pound at the columns ! 


a 


Load at column H, Vo M,. Ma M, M. Ma M. 
' Pounds| Pounds Ft.-lbs. Ft.-lbs.| Ft.-lbs. | Ft.-lbs.| Ft.-lbs. Ft.-lbs. 
Meee. ---. 0.082} 0,990 | —9.35 6.04 | +1.31 | +0.57| +0.09! —0.25 
eae --| .349] .953 |—12.86 —10.32 | +1.59 | +2.79| +.48 —. 84 
—- --- .720} .885 |—11.11 —9.80 | —2.57 | +6.92| +1.85 | —1.28 
t- =.= ‘ 1.132| .779| —5.38 | —5.50| —3.88 | +1.55 | +4.90 —.73 
: 1.434] .650| +1.60 +.20 | —3.05 | —1.82| +4.01| +1.56 
a 1.550} .500 | +7.75 | +5.46 | —1.29| —3.41 | —.75| +46.42 
" 1.434 | .350 410.96 +851} +.45| —3.48 | —3.03 | +41.56 
" 1.132} 221 |+10.80  +8.61 | +1.37 | —2.69| —3.35| —.73 
- -720} 115 | +7.90 46.30 | +1.40 | —1.60 | —2.50| —1.28 
’ 349 | 047 | 44.10 | +3. 40 | +.85| —.71| -1.28| —.84 
082} .010| +1.01| +.83 | +.25| —.17| —.32 —.25 
i 
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ard the crown where the point ¢ is located. 


lete description of the mirror extensometer see Handbook of Testing 
y Adolph Martens, Pt. I, vol. 1, pp. 67 to 76. 
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A tabulation of the ordinates of the influence lines 
thus computed is shown in Table 1. From these 
influence lines moment diagrams were drawn and 
stresses, rotations, deflections, and mid-ordinate 
changes were computed. 


MODEL ANALYSES MADE 


A preliminary analysis was made with Beggs deform- 
eter gauges using a paper model. This analysis was 
not complete owing to’the difficulty of placing the 
gauges on the rib in panels near the crown, where the 
superstructure interfered with the placing of the plugs 
used to produce displacements in the model. 

Next an attempt was made to analyze the arch by 
the use of a brass wire model, applying the principles 
used in the Beggs method. The thrust, shear, and 
moment at the end were accurately determined by 
displacing the brass plates used to represent the piers. 
However, when an effort was made to produce displace- 
ments near the piers and crown with the piers fixed, 
difficulty was experienced in getting sufficiently large 
deflections to be accurately measured by the meats 
used because of the stiffness of the model.® 

The results of the above analyses were finally dis- 
carded and an analysis was made with the Beggs gauges 
and a model cut from sheet celluloid 0.08 inch thick. 
This model included the two spans adjacent to the 
span under observation. It was first analyzed with 


gy“POINT N 3 “POINT NO 4_“POINT NO 7<POINT NO 9 CORE A | 

J a » te ee a —— 
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DEFORMATION - HUNDRED THOUSANDTHS OF AN INCH PER INCH 


Fia. 3.—StrreEss-STRAIN CurVES FOR 6-INcH CorEs DRILLED 
FrRoM NortH ArcH RIB AT CLINOMETER PoINtTs. CoRES 
TrestTep IN Dry ConpiTion. Damp Cores (NOT SHOWN) 
LoApED up To 700 PouNps PER SquaRE INcH SHOWED 
Mopvuti APPROXIMATELY 5 PERCENT LESS THAN WHEN Dry 


6 A description of this method applied to end conditions for statically indeterminate 
frames may be found in an article entitled ‘‘ Brass Wire Models Used to Solve Inde- 
terminate Structures” by A. Bull, Engineering News-Record, Dec. 8, 1927. 
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the columns integral with the floor system but with 
cuts in the deck at sections corresponding to the 
expansion joints in the actual structure. Influence 
lines for thrust, shear, and moment were determined 
in each panel at sections of the model corresponding as 
nearly as practicable to the sections of the rib at which 
the telemeters were placed. 

Then the model was modified in an effort to simulate 
the condition of fixity which obtained at the tops of 
the columns in the test bridge. The floor system was 
cut loose from the columns and connected again by 
welding flexible webs of celluloid across the cuts. The 
size of these connecting pieces was arbitrarily chosen 
as there was no means of determining the flexibility 
which would produce the same degree of fixity as that 
existing in the bridge. The analysis was repeated 
with the model in this condition. The entire super- 
structure was next removed and the analysis made on 
the free rib. For convenient reference, the analyses 
with the model in the three foregoing conditions are 
designated as A, B, and C, respectively. A complete 
description of this analysis, with detailed results, will 
appear in an early issue of Pusiic Roaps. 

From the influence lines thus determined, the moment 
diagrams for all conditions of loading were drawn. In 
cases A and B, moments were calculated at each side of 
each column and at the springing line. Rotations were 
determined from these moment diagrams. 

Stresses were computed on the extrados and intrados 
at each telemeter point. 


COMPUTED AND MEASURED DEFORMATIONS COMPARED 


The loading of the bridge was begun in September, 
1927, and observations were taken day and night until 
December, 1927, with only two interruptions; one 
when the ferry broke down and the loading tanks had to 
be moved from the bridge to allow traffic to pass, and 
the other during the time required to cut the deck in 
preparation for series 2 and 3 loadings. Night as well as 
day observations were made so as to take advantage of 
the more uniform atmospheric conditions at night. 

The data were compiled and compared as soon as 
they were observed. In this way any obviously incon- 
sistent data were discovered and those due to instru- 
mental imperfections were eliminated as far as prac- 
ticable. 

The computed and measured results are compared 
by means of charts showing the deformations of the 
rib for the conditions of continuity of superstructure 
and positions of load as described above. This com- 
parison is made for deformations as measured by fiber 
stresses, rotations of axis, deflections, and changes in 
lengths of mid-ordinates of 5-foot ares of the axis. In 
addition, the measured and theoretical stresses and rota- 
tions are compared with values computed from the 
results of the analysis of the structure with the Beggs 
deformeter gauges. j 

A full tank load on an adjacent span produced no 
measurable deformations in the span under observa- 
tion and no measurable pier movement occurred during 
the test. Therefore, all computed results are based on 
fixity of the rib at the pier. All deformation curves 
are plotted with abscissas measured along the axis of 
the rib. 

The deformations are shown for loads exclusive of 
the weight of the tank. In this manner, the effects of 
temperature changes, are reduced to a minimum in 
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making comparisons. The tank was placed in position 
and a set of readings taken on all instruments. Then 
loads of 91,000, 182,000, and 273,000 pounds of water 
were pumped into the tank, readings being taken at 
the completion of each increment. Thus, the total 
elapsed time between the first and last readings for 
any position of the load was about four hours. 

The temperature changes during this period were 
generally very slight, whereas, if the comparisons had 
been made from zero readings, a period of as much as a 
week would sometimes have elapsed between readings 
in the same set, with the probablity of considerable 
temperature changes. Only results for the maximum 
panel-point loads of 68,250 pounds are shown in the 
cases of stresses and mid-ordinate change because of 
the difficulty of accurately measuring the deformations 
resulting from the smaller increments of load. Defor- 
mations for all three increments of load are shown on 
the rotation and deflection curves. 

STRESSES IN THE CONCRETE AT THE EXTRADOS AND INTRADOS 
OF THE RIB 

The stresses on the intrados and extrados are plotted 
separately and at normal sections of the rib 18 feet 6 
inches apart along the axis of the rib for each position 
of the load and condition of superstructure. 

Figures 4 to 6 are for series 1, in which the super- 
structure was intact. The stress values through 
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SERIES 1) AND Mopet ANALysis B 


which the full lines are drawn are the averages for the 
several sets of readings. Each of the values from which 
the average was derived is shown by a distinctive 
symbol. The computed values through which the 
broken lines are drawn are based on the assumptions 
that the rib is free from restraint by the superstructure 
and that the concrete takes tension, the steel taking 
only its proportionate share. As will be shown later 
in discussing series 2, the compressive stresses calcu- 
lated on the latter assumption are closer to the measured 
Stresses than those based on the assumption that the 
concrete takes no tension, even when the tension is 
high cnough to produce a visible crack on the tension 
side of the rib. 

The straight lines drawn between the stress values 
are not intended to represent the manner in which the 
stress changes between the plotted points but are 
Intended solely to aid in following the points through 
the chart. 

Stresses derived from the model analysis, for the 
two conditions of column fixity, A, and B, are also 
shown on the charts. Figures 7, 8, and 9 show a 
comparison of the average measured stresses for series 
1 and the stresses derived from model analysis B. 

ese charts afford an indication of the effect of the 
superstructure on the stresses produced in the rib, as 
well an an indication of the accuracy with which the 
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stresses may be deduced from an analysis by the use of 
a model. 

These charts indicate that, in general, the rib stresses 
with structure intact are less in maximum value than the 
computed stresses for the unrestrained rib and that the 
stresses calculated from the model analysis with the two 
assumed conditions of fixity of the tops of the columns 
are less than the measured stresses. There is a closer 


agreement between measured stresses and those obtained 
by the model analysis than between the measured 
stresses and those computed for the unrestrained rib. 
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It may be observed that, for model condition B 
(see p. 194), the stresses, in general, check the measured 
stresses closely, while those for model condition A are 
somewhat lower, particularly for maximum stresses. 
It must be said, however, that this check is more or 
less accidental since the size of the connection between 
the floor and columns in model B was arbitrarily se- 
lected. The stresses for conditions A and B differ most 
in the regions of maximum stress. It will be noticed 
that, at some points of low stress, the model results for 
condition A check the measured results more closely 
than for condition B. The rotation curves (to be 
discussed later), will show these relations more 
clearly. 

When the load was placed on columns 5 and 6 in 
series 1, a crack occurred on the intrados of the rib 
between the points of attachment of telemeter No. 11. 
In series 2 and 3 this telemeter was removed from the 
rib and no stresses are shown at this point on the charts. 

Figures 10 to 13 show stress wed for series 2 in 
which the continuity of the deck had been destroyed 
by cutting through the floor system and inserting new 
bearing + Bow The stresses In this series are plotted 
in the same manner as in series 1, and, in addition, 
where tensile stresses exist, the compressive stresses on 
the opposite side of the rib are calculated on the assump- 
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tion that the concrete takes no tension. 
values are indicated by open circles. 

Agreement between the measured and 
results is much closer than in series 1, becoming 
as the load moves toward the crown and the deil 
becomes greater. It is also noted that the agr 
between the measured and computed results i 
closer when it assumed that the concret: 
tension. ‘The measured stresses were nearly 
less than the computed stresses. The results [1 
model analysis of the free rib check the comp 
sults very closely. 

Figure 14 shows the stresses for series 3 in w! 
deck was cut and two tank loads placed so as to | 
maximum stress at the springing line. The ag! 
between measured and theoretical stresses 
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close. In this series a visible crack occurred at the 


springing line, extending over four-fifths of the depth 
of the rib. Nevertheless, there is still a much closer 
agreement between the computed and measured com- 
pressive stresses when the former are calculated on the 
assumption that the concrete takes tension. 

Loads of 68,250 pounds at columns 1, 2, 3, and 4 
produced a measured compressive stress of about 
1,600 pounds per square inch in the concrete of the 
Intrados at the springing line. When this measured 
stress is combined with the computed stress due to the 


Weight of the tank, dead load, shrinkage, and tempera- 
ture, the stress is increased to a value of about 3,000 
pounds persquare inch. Such high stresses over a short 


length of the rib apparently do not affect the general 
telation of computed to measured stress, although, as 
will be seen later, the rotations and deflections are 
Measurably increased in series 3. 

igures 15 to 18 present a comparison of measured 
Stresses of series 1 and 2, the difference between the 
two showing the effect of the superstructure. It is 
Seen that the stresses for series 1 are practically always 
ess than series 2 at the maximum values. The difference 
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increases as the load moves from the springing line to 
crown and is greatest when the loads are near the crown. 
It was observed in series 2 that the measured stresses 
were nearly always somewhat less than the computed. 

Figures 19 and 20 are intended to show variations in 
stress at the respective telemeter points as the load 
moves from pier to pier. Stresses are shown as ob- 
served and as calculated theoretically. The curves 
for measured values are mean curves, the diagram 
showing each point from which the mean is derived. 
In calculating the averages several obviously erratic 
values were discarded but all values are plotted on the 
diagrams. The points at which the stresses are plotted 
are located at the centers of gravity of the loads or 
midway between the columns on which the loads were 
placed. The curves are plotted on the assumption 
that the rib is symmetrical and the materials are 
homogeneous and that, therefore, a load placed at any 
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point, say, at column 3, produces a stress at any point, 
say, telemeter point a’ on the opposite side of the 
crown, equal to the stress at a produced by an equal 
load at 3’, where the position of each of the pairs, 3, 3’, 
, . ~<r > se 7. . " " ry) 
Souk Nets EO MESA Gh, NGA ck Ee ten and a, a’, are symmetrical with respect to the crown. 
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Table 2 shows observed and computed stresses in the 
witH Deck Cut (SERIES 2) 


reinforcing steel at the crown and springing lines. _ It is 
TABLE 2.—Observed and computed stresses in steel in series 21 ote d that the measured stresses are, in general, less 
than the stresses computed on the assumption that the 
concrete takes no tension and greater than those com- 
puted on the assumption that the concrete takes its 
Telemeter results copied tines’ proportionate part of the tension. In the case of the 
Columns | Teleme- high tensile stresses, the measured stresses are con- 
—), = ee ee siderably less than the computed stresses based on the 
night ; | night | sion Tension 4-cymption of no tensile strength for the concrete 


[Load: 68,250 pounds per column. E,=30,000,000 pounds per square inch] 
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LOAD ON COLUMNS 4 AND 5 
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LOCATION OF TELEMETER POINTS ALONG RIB AXIS 
Fic. 17.—ComPpaRIsSON OF STRESSES IN ArcH RiB UNDER 


1-TANK LoapInG witH Deck INTAcT (SERIES 1) AND 
with Deck Cut (sERIES 2) 


Figures 21, 22, and 23, show rotations in series 1 
for five positions of load. The measured values are 
shown for three increments of load, 22,750 pounds, 
45,500 pounds, and 68,250 pounds per column. The 
computed curve is shown for a column load of 68,250 
pounds only. 

It will be noted that the measured rotations for this 
series are of the same general nature as the computed 
rotations but are much reduced in value at the points 
of maximum values. The influence of the super- 
structure on the moment is clearly seen. The general 
influence of the floor system may be seen in the 
reduction of the maximum values of the rotations and, 
therefore, the reductions in slopes of the curve between 
these high and low points. The local effect of the 
curtain walls between panel points 3 and 3’ may be 
seen by the flattening of some of the curves after 
passing panel points 3 and 3’ toward the crown. These 
are the points at which the curtain wall ends and has 
its maximum height. The curtain wall tapers off 
fo a height of 0.85 foot at the crown where its effect 
18 negligible. 


Figures 24 and 25 show the rotations for series 2 
with loads on each pair of columns from 2 to 6 and for 
€ same increments of loads as in series 1. The 
computed and measured values of the rotations for 


18 series show a remarkable agreement. The maxi- 
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Fic. 19.—VARIATION IN 


TELEMETER PoINntTs FOR A 1-TanK Loap Movine Across 
THE SPAN WITH Deck CvuT (SERIES 2) 
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20.— VARIATION IN STRESS IN THE CONCRETE AT TELEMETER POINTS FOR A 1-TANK Loap MovING 
Across THE SPAN with Deck Cut (sERIES 2) 
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Fic. 21.—Rorations or Arcu Rip Unper 1-TanK Loap- 
ING with Deck INTactT (SERIES 1) 


mum slopes of the computed and measured curves 
are practically the same over a considerable length 
of the rib. The greatest differences of slopes of the 
two curves occur near the points of maximum rotations 
or zero bending moment. At these points it may be 
expected that the greatest discrepancies between com- 
puted and measured stresses would occur in so far 
as the stress is dependent on the bending moment. 


igure 26 shows rotations for series 3 with loads over 


columns 1, 2,3,and 4. The maximum measured rota- 
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tions in this case show greater values than maximum 
computed rotations although the maximum slope and, 
therefore, maximum moments agree very closely. It 
appears that even though the maximum rotations for 
this case are somewhat increased by the cracking at 
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Fic. 24.—RorTations or Arcu Rip UNpER 1-Tank Loap- 
ING WITH Deck Cut (SERIES 2) 








the springing line because of high local stresses, the 
arch still continued to deform elastically. 
ROTATIONS FROM MODEL ANALYSIS COMPARED WITH MEASURED 
AND THEORETICAL ROTATIONS 

Moment diagrams for each condition of loading and 
each condition of rib restraint were made from the 
influence lines derived from the model analysis. Rota- 
tions were calculated from these moment diagrams, the 
rotation due to rib shortening caused by thrust being 
neglected. Curves in Figures 27 and 28 show compari- 
sons between measured rotations for series 1 (curve E), 
the computed rotations (curve D) and those calculated 
from the model analysis for the three conditions of rib 
restraint (curves A, B, and C). These curves show 
the relation between the model analysis, for the two 
conditions of the superstructure, and the measured 
rotations. For the free rib, the agreement between 
computed results and the model analysis is very close. 

It is felt that the rotations are the most significant 
of the measurements taken in the field because the 
instrumental work was subject to few inaccuracies and 
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because they represent a suramation of deformation 
and are not, therefore, as sensitive to sudden local 
changes in moment as in the case of stresses. 





DEFLECTION OF THE RIB 


Figures 29 and 30 show measured deflections fot 
series 1 at all columns except those next to the piers a2 
also the computed deflections. The stiffening effect 
of the superstructure is shown by the greatly reduced 
deflections. The effect of the curtain wall is indicate 
by the flattening of some of the curves where the curtall 
wall occurs. , 

The curves shown in Figures 31 and 32 give compa! 
sons of measured and computed values of deflection for 
series 2. With the curtain wall removed and the effect 
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Fic. 26. 


of the deck reduced to a minimum, the two curves agree 
very closely. 

Deflections for series 3 are shown in Figure 33. Here, 
as in the rotations for series 3, the maximum measured 
results are somewhat greater than the theoretical, but 
the curves are of almost identically the same form. 


CHANGES IN LENGTH OF MIDORDINATES OF THE ARCH AXIS 


Figures 34 and 35 show measured and computed 
values for the changes in midordinates of successive 
5-foot arcs of the axis for series 1 and 2. The ordinates 
of these curves are, of course, proportional to the bend- 
ing moment divided by the moment of inertia of the 
section. 

TEMPERATURE DEFORMATIONS 


Figure 36 shows measured rotations and deflections 
due to a temperature change of 1° C. compared with 
the computed values. A coefficient of expansion of 
0.00001 per degree centigrade was used in these com- 
putations. Readings were taken with the load con- 
ditions constant at different rib temperatures and these 
readings were divided by the change in average rib 
temperature. All the values for a 1° change were 
averaged to obtain the plotted values. 

The curves for series 1 and 2 check each other very 
closely, indicating that the superstructure in this 
particular case, has little effect on the action of the rib 
due to temperature changes. The curves for series 
l and 2 check the computed curve very well. 


CONCLUSIONS 


The following conclusions as to the action of a 
reinforced concrete arch appear to be justified by the 
data presented above: 

(1) The action of an arch rib, when free from the 
restraining effect of the superstructure and supported 

y practically immovable piers, conforms closely to the 
action as determined by the generally peste theory 
of elastic structures, even at high unit stresses over 
short lengths of the rib. 

(2) The observed compressive stress in the concrete 
at any section of the rib checks the computed stress 
more closely when it is assumed that the concrete takes 
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Fig. 27.—RorTations orn Arco Ris UNDER 1-TankK Loap- 
ING FROM MopEL ANALYSIS COMPARED WITH MEASURED 
ROTATIONS (SERIES 1 AND 2) 


tension than when it is assumed that concrete is not 
active in resisting tensile stress, even where the high 
tensile stress causes cracks in the concrete. 

(3) The observed tension in the steel was, in general, 
less than that computed by assuming the concrete to 
take no tension. 

(4) The superstructure in an open-spandrel rib arch 
greatly reduces the deformation of the rib; the amount 
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Fig. 28.—Rorations or Arcnu Ris UNpER 1-TanK Loap- 
ING FROM MopEL ANALYSIS COMPARED WITH MEASURED 
ROTATIONS (SERIES 1 AND 2) 


of reduction depending upon the degree of continuity 
of the floor system, the manner in which the floor 
system is attached to the tops of the spandrel columns, 
and the stiffness of the columns. 

The use of expansion joints of the sliding type in the 
floor system of this bridge apparently did not prevent 
the coaction of the superstructure with the arch ribs 

(5) A quantitative determination of the effect of the 
superstructure on the arch may be made by the use of 
the Beggs deformeter gauges on an elastic model of 
celluloid or some other suitable material, if all members 
are connected in a definite way. While it seems possi- 
ble to get a reliable model analysis when the structure 
has frictional joints such as the floor bearings of the 
Yadkin River Bridge, there is no practical means of 
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POINTS ALONG RIB AXIS 


making a model which represents such joints with cer- 
tainty. 

(6) Temperature deformations of the rib appear to 
be independent of the superstructure for this particular 
arch. 


APPLICATION OF CONCLUSIONS TO ARCH DESIGN DISCUSSED 


These tests were concerned only with deformations 
produced by live loads applied over comparatively 
short periods of time. The conclusions are not, there 
fore, necessarily true of dead-load deformations due t 
continuous application of the load over long periods 0 
time because of the possibility that the elastic proper 
ties of the concrete may be changed by a continuously 
applied stress. 

It may be inferred from the first conclusion that, 
even though the dead-load stresses are kept down to 
low value, the combined dead and live load stressé 
may be safely allowed to reach a much higher value, 
depending upon the quality of concrete which may 
secured in the work. 

Conclusions 4 and 5 indicate that, if full advantage * 
to be taken of the stiffening effect of the superstructwt, 
a type of structure must be used which can be acc 
rately represented by a model. In order to do ths 
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sliding joints should be eliminated from the structure as 
far as practicable and definite connections made between 
all members. It should be pointed out, however, that, 
if full advantage is taken of the reduction of rib stresses 
due to the stiffening effect of the superstructure, a 
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Fi1a.34.— MEASURED AND COMPUTED MID-ORDINATE CHANGES 
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complete investigation should be made of the accom- 
panying increase in the stresses in the spandrel columns. 


DEFORMATION MEASURING INSTRUMENTS DISCUSSED 


Of all the instruments used in this test, the clinometer 
is probably the most dependable because of its simplicity 
of construction and its comparative immunity to tem- 
perature effects. However, it is felt that, when proper 
provisions for temperature corrections are made, the 
electric telemeter vives satisfactory results when rela- 
tively large deformations occur but it is difficult to 
make proper provision for temperature corrections under 
field conditions. 

It seems that the radiusmeter is subject to some inac- 
curacies in measuring very small quantities such as were 
measured in these tests. 

Deflections measured from a piano wire under high 
tensile stress proved to be very satisfactory. 
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